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48V TRACK SURFACE MOUNTED OR SUSPENDED

48V TRACK TRIMLESS

48V TRACKS MAGNETIC LED 48V 
ADJUSTABLE LUMINAIRES
NOBEL ELBOW SINGLE & DOUBLE 48V

MICROSCOOP SINGLE & DOUBLE 48V

FUNNEL ELBOW SINGLE & DOUBLE 48V

LUXEON M - 3,82W
400 lumen - CRI90
DALI OR ON/OFF
beam 36°
Available in 2700K - 3000K - 4000K

LUXEON M - 7,84W
755 lumen - CRI90
DALI OR ON/OFF
beam 36°
Available in 2700K - 3000K - 4000K

LUXEON M - 3,82W
400 lumen - CRI90
DALI OR ON/OFF
beam 36°
Available in 2700K - 3000K - 4000K
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MAGNETIC LED 48V 
SUSPENDED LUMINAIRES
BERRIER JUNIOR KALEBAS NOBEL PI

LUXEON M - 3,82W
400 lumen - CRI90
DALI OR ON/OFF
beam 60°
Available in 2700K - 3000K - 4000K

LUXEON M - 3,82W
400 lumen - CRI90
DALI OR ON/OFF
beam 60°
Available in 2700K - 3000K - 4000K

LUXEON M - 3,82W
400 lumen - CRI90
DALI OR ON/OFF
beam 36°
Available in 2700K - 3000K - 4000K

166

Max.1700

75

100

16

75

166

100

16

Max.1700

150

88

166

Max.1700

314

30

16

166

100

65

80

Max.1700

CONE JUNIOR

LUXEON M - 3,82W
400 lumen - CRI90
DALI OR ON/OFF
beam 60°
Available in 2700K - 3000K - 4000K

MAGNETIC LED 48V 
SUSPENDED LUMINAIRES

Thin wire Thin wire
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MAGNETIC LED <19 UGR

567

23

25

847

23

25

1128

23

25

MAGNETIC LED 48V 
LINEAR LUMINAIRES

19-09-2018 

 
SENZAFINE UGR<19   
L.1128mm CRI>90 3000K 

33000000KK  

<19 UGR

SMD LED
DALI OR ON/OFF
Available in 2700K - 3000K - 4000K
Finishes in black & white

286

23

25

MAGNETIC LED OPAL

286

23

25

567

23

25

847

23

25

1128

23

25

MAGNETIC LED 48V 
LINEAR LUMINAIRES
SMD LED
DALI OR ON/OFF
Available in 2700K - 3000K - 4000K
Finishes in black & white

1408

23

25
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2700K 3000K 4000K 1800K - 3000K

TEXTURED BLACK 450102 450112 450146 450192   

ANODIC BRONZE 450144 450154 450193 450114  

ANODIC BROWN 450145 450155 450195 450115  

TEXTURED WHITE 450134 450124 450167 450104  

TEXTURED WHITE + BLACK FOCUS 450152 450162 450191 450122  

TEXTURED BLACK + GOLD 450196 450186 450126 450166 

80

40

Max.1700

63

83

Cone Junior CI Suspension Mains Dimmable
LUXEON M - 3,82W - 230V - AC
400 lumen 2700K - CRI90
429 lumen 3000K - CRI90
470 lumen 4000K - CRI90
beam 60°

HALOSPHERE - 4,25W -230V - AC
455 lumen 1800K - 3000K - CRI90
beam 60°

2700K 3000K 4000K 1800K - 3000K

TEXTURED BLACK 450202 450212 450246 450292

ANODIC BRONZE 450244 450254 450293 450214

ANODIC BROWN 450245 450255 450295 450215

TEXTURED WHITE 450234 450224 450267 450204

TEXTURED WHITE + BLACK FOCUS 450252 450262 450291 450222

TEXTURED BLACK + GOLD 450296 450286 450226 450266

Max.1700

63

83

Cone Junior Suspension M10
LUXEON M - 3,82W - 350mA
400 lumen 2700K - CRI90
429 lumen 3000K - CRI90
470 lumen 4000K - CRI90
beam 60°

HALOSPHERE - 4,25W - 250mA
455 lumen 1800K - 3000K - CRI90
beam 60°

I P
20 0,8

I P
20 0,6

TEXTURED BLACK + GOLD ANODIC BPRONZE TEXTURED WHITE TEXTURED WHITE + BLACK FOCUSANODIC BROWN

!!!THIN SUSPENSION WIRE !!!THIN SUSPENSION WIRE

2700K 3000K 4000K 1800K - 3000K

TEXTURED BLACK 450402 450412 450446 450492

ANODIC BRONZE 450444 450454 450493 450414

ANODIC BROWN 450445 450455 450495 450415

TEXTURED WHITE 450434 450424 450467 450404

TEXTURED WHITE + BLACK FOCUS 450452 450462 450491 450422

TEXTURED BLACK + GOLD 450496 450486 450426 450476

Cone Junior Ceiling Mounted WC
LUXEON M - 3,82W - 350mA
400 lumen 2700K - CRI90
429 lumen 3000K - CRI90
470 lumen 4000K - CRI90
beam 60°

HALOSPHERE - 4,25W - 250mA
455 lumen 1800K - 3000K - CRI90
beam 60°

42 mm
Installation height 50 mm

I P
20 0,5

2700K 3000K 4000K 1800K - 3000K

TEXTURED BLACK 450602 450612 450646 450692

ANODIC BRONZE 450644 450654 450693 450614

ANODIC BROWN 450645 450655 450695 450615

TEXTURED WHITE 450634 450624 450667 450604

TEXTURED WHITE + BLACK FOCUS 450652 450662 450691 450622

TEXTURED BLACK + GOLD 450696 450686 450626 450666

83

10

74

Cone Junior Ceiling Mounted M10 WC
LUXEON M - 3,82W - 350mA
400 lumen 2700K - CRI90
429 lumen 3000K - CRI90
470 lumen 4000K - CRI90
beam 60°

HALOSPHERE - 4,25W - 250mA
455 lumen 1800K - 3000K - CRI90
beam 60°

I P
20 0,4

Fits also on standard electrical 
accessory box with screws hole dia 68
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2700K 3000K 4000K

TEXTURED BLACK 479426 479436 479446

TEXTURED WHITE 479447 479457 479467

TEXTURED BLACK + GOLD 479486 479496 479476

TEXTURED WHITE + GOLD 479482 479492 479472

Funnel On 150 CI Mains Dimm

TEXTURED BLACK 479026

TEXTURED WHITE 479047

TEXTURED BLACK + GOLD 479096 

TEXTURED WHITE + GOLD 479092

Funnel On 150 Gu10
Led PAR16 - MAX 10W
GU10
230V - 50/60Hz

I P
20 0,4

I P
20 0,4

2700K 3000K 4000K

TEXTURED BLACK 479526 479536 479546

TEXTURED WHITE 479547 479557 479567

TEXTURED BLACK + GOLD 479586 479596 479576

TEXTURED WHITE + GOLD 479582 479592 479572

Funnel On 240 CI Mains Dimm

243

66

TEXTURED BLACK 479126

TEXTURED WHITE 479147

TEXTURED BLACK + GOLD 479196 

TEXTURED WHITE + GOLD 479192

Funnel On 240 Gu10
Led PAR16 - MAX 10W
GU10
230V - 50/60Hz

I P
20 0,5

I P
20 0,5

2700K 3000K 4000K

TEXTURED BLACK 479626 479636 479646

TEXTURED WHITE 479647 479657 479667

TEXTURED BLACK + GOLD 479686 479696 479676

TEXTURED WHITE + GOLD 479682 479692 479672

Funnel Elbow Mains Dimm

203

66

TEXTURED BLACK 479226

TEXTURED WHITE 479247

TEXTURED BLACK + GOLD 479296

TEXTURED WHITE + GOLD 479292

Funnel Elbow Gu10
Led PAR16 - MAX 10W
GU10
230V - 50/60Hz

I P
20 0,6

I P
20 0,6

153

66

40150

66

LUXEON M - 7,84 W
230V - AC
755 lumen 2700K - CRI90
810 lumen 3000K - CRI90
905 lumen 4000K - CRI90
beam 36°

LUXEON M - 7,84 W
230V - AC
755 lumen 2700K - CRI90
810 lumen 3000K - CRI90
905 lumen 4000K - CRI90
beam 36°

LUXEON M - 7,84 W
230V - AC
755 lumen 2700K - CRI90
810 lumen 3000K - CRI90
905 lumen 4000K - CRI90
beam 36°

FOTO

TILT  90°

2700K 3000K 4000K

TEXTURED BLACK 479926 479936 479946

TEXTURED WHITE 479947 479957 479967

TEXTURED BLACK + GOLD 479986 479996 479976

TEXTURED WHITE + GOLD 479982 479992 479972

Funnel Elbow Leaf Mains Dimm

Funnel Elbow Leaf Gu10

TEXTURED BLACK 479236

TEXTURED WHITE 479257

TEXTURED BLACK + GOLD 479286

TEXTURED WHITE + GOLD 479282

I P
20 0,5

2700K 3000K 4000K

TEXTURED BLACK 479927 479937 479949

TEXTURED WHITE 479948 479958 479968

TEXTURED BLACK + GOLD 479987 479997 479977

TEXTURED WHITE + GOLD 479983 479993 479973

Funnel Elbow Torsion Mains Dimm
LUXEON M - 7,84 W
230V - AC
755 lumen 2700K - CRI90
810 lumen 3000K - CRI90
905 lumen 4000K - CRI90
beam 36°

Funnel Elbow Torsion Gu10

TEXTURED BLACK 479237

TEXTURED WHITE 479258

TEXTURED BLACK + GOLD 479287

TEXTURED WHITE + GOLD 479283

I P
20 0,5

Led PAR16 - MAX 10W
GU10
230V - 50/60Hz

Led PAR16 - MAX 10W
GU10
230V - 50/60Hz

2700K 3000K 4000K

TEXTURED BLACK 479726 479736 479746

TEXTURED WHITE 479747 479757 479767

TEXTURED BLACK + GOLD 479786 479796 479776

TEXTURED WHITE + GOLD 479782 479792 479772

Funnel 150 Suspension Mains Dimm
LUXEON M - 7,84 W
230V - AC
755 lumen 2700K - CRI90
810 lumen 3000K - CRI90
905 lumen 4000K - CRI90
beam 36°

I P
20 0,5

Funnel 150 Suspension Gu10

TEXTURED BLACK 479326

TEXTURED WHITE 479347
TEXTURED BLACK + GOLD 479396
TEXTURED WHITE + GOLD 479392

I P
20 0,5

Led PAR16 - MAX 10W
GU10
230V - 50/60Hz

2700K 3000K 4000K

TEXTURED BLACK 479826 479836 479846

TEXTURED WHITE 479847 479857 479867

TEXTURED BLACK + GOLD 479886 479896 479876

TEXTURED WHITE + GOLD 479882 479892 479872

Funnel 240 Suspension Mains Dimm
LUXEON M - 7,84 W
230V - AC
755 lumen 2700K - CRI90
810 lumen 3000K - CRI90
905 lumen 4000K - CRI90
beam 36°

67

40

Max.1700

240

66

I P
20 0,7

Funnel 240 Suspension Gu10

TEXTURED BLACK 479316

TEXTURED WHITE 479337

TEXTURED BLACK + GOLD 479386

TEXTURED WHITE + GOLD 479382

I P
20 0,6

Led PAR16 - MAX 10W
GU10
230V - 50/60Hz

70 mm
Installation height 50 mm

TILT  60°

80

150

66

10

67

40

Max.1700

150

66

80

10

162

66

80

150

66

10

80

10

162

66

210

66

LUXEON M - 7,84 W
230V - AC
755 lumen 2700K - CRI90
810 lumen 3000K - CRI90
905 lumen 4000K - CRI90
beam 36°

FOTO

I P
20 0,5 I P

20 0,5
70 mm
Installation height 50 mm

TILT  60°
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2700K 3000K 4000K 1800K - 3000K

TEXTURED BLACK 456002 456012 456046 456092

ANODIC BRONZE 456044 456054 456093 456014

ANODIC BROWN 456045 456055 456095 456015

TEXTURED  WHITE 456034 456024 456067 456004

TEXTURED WHITE + BLACK FOCUS 456052 456062 456091 456022

TEXTURED BLACK + GOLD 456096 456086 456026 456066

75

40

Max. 1700

80

75

Berrier Junior Suspension CI Mains Dimm

LUXEON M - 3,82W - 230V - AC
400 lumen 2700K - CRI90
429 lumen 3000K - CRI90
470 lumen 4000K - CRI90
beam 60°

HALOSPHERE - 4,25W - 230V - AC
455 lumen 1800K - 3000K - CRI90
beam 60°

 

2700K 3000K 4000K 1800K - 3000K

TEXTURED BLACK 456102 456112 456146 456192

ANODIC BRONZE 456144 456154 456193 456114

ANODIC BROWN 456145 456155 456195 456115

TEXTURED  WHITE 456134 456124 456167 456104

TEXTURED WHITE + BLACK FOCUS 456152 456162 456191 456122

TEXTURED BLACK + GOLD 456196 456186 456126 456166

75

Max. 1700

75

Berrier Junior Suspension M10

LUXEON M - 3,82W - 350mA
400 lumen 2700K - CRI90
429 lumen 3000K - CRI90
470 lumen 4000K - CRI90
beam 60°

HALOSPHERE - 4,25W -  - 250mA
455 lumen 1800K - 3000K - CRI90
beam 60°

 

I P
20 0,5I P

20 0,8

FOTO

ANODIC BROWN ANODIC BRONZE

!!!THIN SUSPENSION WIRE !!!THIN SUSPENSION WIRE

BERRIER JUNIOR

2700K 3000K 4000K 1800K - 3000K

TEXTURED BLACK 456502 456512 456546 456592 

TEXTURED WHITE 456534 456524 456567 456504

TEXTURED WHITE + BLACK FOCUS 456552 456562 456591 456522

TEXTURED BLACK + GOLD 456596 456586 456526 456566

224
84

99

50

Berrier Junior Surface Mounted CI Mains Dimm 
LUXEON M - 2X 3,82W - 230V - AC
2X 400 lumen 2700K - CRI90
2X 429 lumen 3000K - CRI90
2X 470 lumen 4000K - CRI90
beam 60°

HALOSPHERE - 2X 4,25W - 230V - AC
2X 455 lumen 1800K - 3000K - CRI90
beam 60°

I P
20 2 359° TILT  45°
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2700K 3000K 4000K 1800K - 3000K

TEXTURED BLACK 456302 456312 456346 456392

ANODIC BRONZE 456344 456354 456393 456314

ANODIC BROWN 456345 456355 456395 456315

TEXTURED  WHITE 456334 456324 456367 456304

TEXTURED WHITE + BLACK FOCUS 456352 456362 456391 456322

TEXTURED BLACK + GOLD 456396 456386 456326 456376

75

167

52

Berrier Junior Trimless Semi-Recessed WC
LUXEON M - 3,82W - 350mA
400 lumen 2700K - CRI90
429 lumen 3000K - CRI90
470 lumen 4000K - CRI90
beam 60°

HALOSPHERE - 4,25W - 250mA
455 lumen 1800K - 3000K - CRI90
beam 60°

I P
20 0,7 359° TILT  45°

INSTALLATION FRAME FOR PLASTER 701116

125 mm
Installation height 80 mm

2700K 3000K 4000K 1800K - 3000K
TEXTURED BLACK 456402 456412 456446 456492
ANODIC BRONZE 456444 456454 456493 456414

ANODIC BROWN 456445 456455 456495 456415

TEXTURED  WHITE 456434 456424 456467 456404

TEXTURED WHITE + BLACK FOCUS 456452 456462 456491 456422

TEXTURED BLACK + GOLD 456496 456486 456426 456476

75

10

87

88

Berrier Junior Surface Mounted WC
LUXEON M - 3,82W - 350mA
400 lumen 2700K - CRI90
429 lumen 3000K - CRI90
470 lumen 4000K - CRI90
beam 60°

HALOSPHERE - 4,25W - 250mA
455 lumen 1800K - 3000K - CRI90
beam 60°

I P
20 0,6 359° TILT  45°

42 mm
Installation height 50 mm 2700K 3000K 4000K 1800K - 3000K

TEXTURED BLACK 456602 456612 456646 456692

ANODIC BRONZE 456644 456654 456693 456614

ANODIC BROWN 456645 456655 456695 456615

TEXTURED  WHITE 456634 456624 456667 456604

TEXTURED WHITE + BLACK FOCUS 456652 456662 456691 456622

TEXTURED BLACK + GOLD 456696 456686 456626 456666

75

90

Berrier Junior Surface Mounted M10 WC
LUXEON M - 3,82W - 350mA
400 lumen 2700K - CRI90
429 lumen 3000K - CRI90
470 lumen 4000K - CRI90
beam 60°

HALOSPHERE - 4,25W - 250mA
455 lumen 1800K - 3000K - CRI90
beam 60°

I P
20 0,5 359° TILT  45°

Fits also on standard electrical 
accessory box with screws hole dia 68
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196KALEBAS GLASS

data en foto’s

LED ARRY - 12,7W
1067 lumen 2700K - CRI90
1086 lumen 3000K - CRI90
85°
230V 50-60Hz AC

DIMMER ON CABLE

255

10

220
73

1290

140

Kalebas Floor

I P
20 6

KALEBAS GLASS 	 488293-488292-488290-488291

2700K 3000K

TEXTURED BLACK 488436 488446

TEXTURED WHITE 488457 488467

ANODIC GOLD 488403 488413

FROSTED WHITE

AMBER

Kalebas Glass

ACCESSORY

FROSTED WHITE 488293

FROSTED GREY 488292

GREY 488290

AMBER 488291

0,7

FROSTED WHITEGREY

optionalACCESSORY

ALWAYS DISCONNECT MAINS POWER SUPPLY FROM CONVERTER BEFORE
SWITCHING “ON”  LED LUMINAIRES TO PREVENT HOT PLUGGING ISSUES!

Installatie- en onderhoudsrichtlijnen m.b.t. de fabrieksgarantie.
1. De plaatsing, de aansluiting en het uittesten van dit toestel dient steeds te gebeuren door een erkend elektro-installateur.
2. Dit toestel moet geïnstalleerd, verbonden en getest worden volgens de nationaal geldende reglementen op elektrische
     installaties.
3. De technische bijsluiter dient te worden beschouwd als een onderdeel van de algemene verkoopsvoorwaarden van TAL nv.
4. De elektro-installateur is verantwoordelijk voor het gebruik van compatibele voorschakelapparatuur die voldoen aan de 
     geldende IEC normen.
5. Reinig het toestel enkel met een zachte en lichtvochtige doek zonder reinigingsmiddel.
6. Schakel altijd eerst de elektriciteit uit alvorens het toestel te plaatsen en te installeren.

Installation and maintenance instructions regarding the manufacturer's warranty.
1. Installation, connection and testing of this product must always be performed by a certi�ed electrician.
2. This product must be installed, connected and tested in accordance with the applicable national regulations for electrical 
     installations.
3. The technical manual must be regarded as part of the general sales conditions of TAL nv.
4. The electrical installer is responsible for the use of compatible control gear that meets the applicable IEC standards.
5. Only clean the device with a soft and slightly moist cloth without detergent.
6. Always switch o� the electricity supply before installing and connecting the product.

Installations- und Wartungsanweisungen bezüglich der Herstellergarantie.
1. Installation, Anschluß und Prüfung dieses Geräts soll nur von einem anerkannten Elektriker ausgeführt werden.
2. Dieses Gerät soll in Übereinstimmung mit den nationalen geltenden Vorschriften für Elektroinstallationen installiert, 
     angeschlossen und geprüft werden.
3. Die technische Anleitung muß als Teil der allgemeinen Verkaufsbedingungen von TAL nv betrachtet werden.
4. Der Elektroinstallateur ist verantwortlich für die Verwendung von kompatibelen Betriebsgeräten, die den geltenden 
     IEC-Normen entsprechen.
5. Reinigen Sie das Gerät nur mit einem weichen und leicht feuchten Tuch ohne Reinigungsmittel.
6. Schalten Sie den Strom immer aus, bevor Sie das Gerät installieren und anschließen.

Instructions d'installation et d'entretien concernant la garantie du fabricant.
1. L'installation, la connexion et les essais de cet appareil doivent toujours être e�ectués par un électricien reconnu.
2. Cet appareil doit être installé, raccordé et testé conformément aux réglementations nationales pour les installations électriques.
3. La notice technique doit être considérée comme faisant partie des conditions générales de vente de TAL SA.
4. L'installateur électrique est responsable de l'utilisation d'un équipement de contrôle compatible qui satisfait aux normes 
     CEI applicables.
5. Nettoyez l'appareil uniquement avec un chi�on doux et légèrement humide sans détergent.
6. Éteignez toujours l'électricité avant d'installer et de connecter l'appareil.

FR

DE

EN

NL

T: +32(0)51 46 43 41
F: +32(0)51 46 43 42 
E: info@tal.be
www.tal.be

TAL nv
Moortelmeers 23
B-8740 PITTEM
BELGIUM

MADE IN BELGIUM 16/05/2019  -  VERSION 1

0,7 kgWeightSPECIFICATIONS

140

220

REFERENCE

NAME

488290       GREY
488291       AMBER
488292       FROSTED GREY
488293       FROSTED WHITE

GLASS SHELL
KALEBAS

INSTALLATION

ba

Before installing the luminaire, place the glass shell over the �xture 1 Level the �xture by adjusting the glass shell

Mount the luminaire and make electrical connection

ba

2

See seperate manual

Handle glass with care

Accessory only compatible with TAL 
�xture “Kalebas E27” or “Kalebas LED”

3

no ‘kosmos’ base, but ‘kosmos HL’ base for kalebas M10 in combination with the glass shell accessory

FROSTED GREY

optionalACCESSORY

ALWAYS DISCONNECT MAINS POWER SUPPLY FROM CONVERTER BEFORE
SWITCHING “ON”  LED LUMINAIRES TO PREVENT HOT PLUGGING ISSUES!

Installatie- en onderhoudsrichtlijnen m.b.t. de fabrieksgarantie.
1. De plaatsing, de aansluiting en het uittesten van dit toestel dient steeds te gebeuren door een erkend elektro-installateur.
2. Dit toestel moet geïnstalleerd, verbonden en getest worden volgens de nationaal geldende reglementen op elektrische
     installaties.
3. De technische bijsluiter dient te worden beschouwd als een onderdeel van de algemene verkoopsvoorwaarden van TAL nv.
4. De elektro-installateur is verantwoordelijk voor het gebruik van compatibele voorschakelapparatuur die voldoen aan de 
     geldende IEC normen.
5. Reinig het toestel enkel met een zachte en lichtvochtige doek zonder reinigingsmiddel.
6. Schakel altijd eerst de elektriciteit uit alvorens het toestel te plaatsen en te installeren.

Installation and maintenance instructions regarding the manufacturer's warranty.
1. Installation, connection and testing of this product must always be performed by a certi�ed electrician.
2. This product must be installed, connected and tested in accordance with the applicable national regulations for electrical 
     installations.
3. The technical manual must be regarded as part of the general sales conditions of TAL nv.
4. The electrical installer is responsible for the use of compatible control gear that meets the applicable IEC standards.
5. Only clean the device with a soft and slightly moist cloth without detergent.
6. Always switch o� the electricity supply before installing and connecting the product.

Installations- und Wartungsanweisungen bezüglich der Herstellergarantie.
1. Installation, Anschluß und Prüfung dieses Geräts soll nur von einem anerkannten Elektriker ausgeführt werden.
2. Dieses Gerät soll in Übereinstimmung mit den nationalen geltenden Vorschriften für Elektroinstallationen installiert, 
     angeschlossen und geprüft werden.
3. Die technische Anleitung muß als Teil der allgemeinen Verkaufsbedingungen von TAL nv betrachtet werden.
4. Der Elektroinstallateur ist verantwortlich für die Verwendung von kompatibelen Betriebsgeräten, die den geltenden 
     IEC-Normen entsprechen.
5. Reinigen Sie das Gerät nur mit einem weichen und leicht feuchten Tuch ohne Reinigungsmittel.
6. Schalten Sie den Strom immer aus, bevor Sie das Gerät installieren und anschließen.

Instructions d'installation et d'entretien concernant la garantie du fabricant.
1. L'installation, la connexion et les essais de cet appareil doivent toujours être e�ectués par un électricien reconnu.
2. Cet appareil doit être installé, raccordé et testé conformément aux réglementations nationales pour les installations électriques.
3. La notice technique doit être considérée comme faisant partie des conditions générales de vente de TAL SA.
4. L'installateur électrique est responsable de l'utilisation d'un équipement de contrôle compatible qui satisfait aux normes 
     CEI applicables.
5. Nettoyez l'appareil uniquement avec un chi�on doux et légèrement humide sans détergent.
6. Éteignez toujours l'électricité avant d'installer et de connecter l'appareil.

FR

DE

EN

NL

T: +32(0)51 46 43 41
F: +32(0)51 46 43 42 
E: info@tal.be
www.tal.be

TAL nv
Moortelmeers 23
B-8740 PITTEM
BELGIUM

MADE IN BELGIUM 16/05/2019  -  VERSION 1

0,7 kgWeightSPECIFICATIONS

140

220

REFERENCE

NAME

488290       GREY
488291       AMBER
488292       FROSTED GREY
488293       FROSTED WHITE

GLASS SHELL
KALEBAS

INSTALLATION

ba

Before installing the luminaire, place the glass shell over the �xture 1 Level the �xture by adjusting the glass shell

Mount the luminaire and make electrical connection

ba

2

See seperate manual

Handle glass with care

Accessory only compatible with TAL 
�xture “Kalebas E27” or “Kalebas LED”

3

no ‘kosmos’ base, but ‘kosmos HL’ base for kalebas M10 in combination with the glass shell accessory

ACCESSORY TO PIMP YOUR KALEBAS
LED ARRY - 12,7W
1067 lumen 2700K - CRI90
1086 lumen 3000K - CRI90
85°
230V 50-60Hz AC

DIMMER ON CABLE

Kalebas Table

I P
20 2,5

KALEBAS GLASS 	 488293-488292-488290-488291

2700K 3000K

TEXTURED BLACK 488356 488366

TEXTURED WHITE 488377 488387

ANODIC GOLD 488323 488333

150

220
73

410

140



20
21PULSAR

2700K 3000K

9° 38° 60° 9° 38° 60°

TEXTURED BLACK 352126 352226 352326 352136 352236 352336

TEXTURED GREY 352103 352203 352303 352113 352213 352313

SILVER ANTHRACITE 352123 352223 352323 352133 352233 352333

LUXEON M - 3,82W
400 lumen 2700K - CRI90
429 lumen 3000K - CRI90
230V 50-60Hz AC

700

60
160

Pulsar Pin Mains Dimm

2700K 3000K

9° 38° 60° 9° 38° 60°

TEXTURED BLACK 352426 352526 352626 352436 352536 352636

TEXTURED GREY 352403 352503 352603 352413 352513 352613

SILVER ANTHRACITE 352423 352523 352623 352433 352533 352633

LUXEON M - 3,82W
400 lumen 2700K - CRI90
429 lumen 3000K - CRI90
230V 50-60Hz AC

250

160

80

Pulsar Base Mains Dimm

I P
65 1,3

I P
65 1

 359° TILT  120° 359° TILT  180°
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HEDGE

LED ARRAY - 8,8W
1026 lumen
85°
230V 50-60Hz AC120

425

50

HEDGE 400 CI Mains Dimm HEDGE 700 CI Mains Dimm

3000K

TEXTURED BLACK 478136

TEXTURED GREY 478113

SILVER ANTHRACITE 478133

LED ARRAY - 8,8W
1026 lumen
85°
230V 50-60Hz AC

3000K

TEXTURED BLACK 478236

TEXTURED GREY 478213

SILVER ANTHRACITE 478233

I P
65 2

I P
65 2,7

120

700

50
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25RAY

ACCESSORY

TEXTURED WHITE 487947

TEXTURED BLACK 487926

ANODIC GOLD 487903

RAY

42

750

750

Max. 1700

60

80 80

42

Max. 1700

ACCESSORY TO PIMP YOUR  
BERRIER JUNIOR

750

750

Max. 1700

60

42 42

80 80

495495

Max. 1700

1,1 (not to be used with 48V track luminaires)
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27

2700K 3000K 4000K

TEXTURED BLACK 297026 297036 297046

TEXTURED WHITE 297027 297037 297047

Ringo 835 Ledline 180° 

LEDARRAY 2080lm
22,4W
CRI 80

I P
20 1,6

2700K 3000K 4000K

TEXTURED BLACK 297126 297136 297146

TEXTURED WHITE 297127 297137 297147

Ringo 835 90° Ledline + 3x M10 

I P
20 2,2

TEXTURED BLACK 297226

TEXTURED WHITE 297227

Ringo 835 180° 6x M10 

I P
20 2,6

    

1/10V

 TEXTURED BLACK 297306 297336

 TEXTURED WHITE 297307 297337

Base 48W

I P
20 1,6

Base 36W Ledline + 12W Spot

1/10V

 TEXTURED BLACK 297316 297346

 TEXTURED WHITE 297317 297347

I P
20 1,7

Base 24W Ledline + 24W Spot

1/10V

 TEXTURED BLACK 297326 297356

 TEXTURED WHITE 297327 297357

I P
20 1,8

297

835

35

max. 4000

35

297

835

35

max. 4000

35

LEDARRAY 1040lm
11,2W
CRI 80

3x3,82W

NOBEL SPOTS NEED TO BE ORDERED SEPARATELY NOBEL SPOTS NEED TO BE ORDERED SEPARATELY

297

35

297

35

297

35

297

835

35

max. 4000

35

297

835

35

max. 4000

35

6x3,82WA B C

Aexample A+ Aexample B+ Aexample C+

835

35x35

835

35x35

835

35x35

RINGO

2P 4P

TEXTURED BLACK 297902 297912

TEXTURED WHITE 297901 297911

Suspension Set L=4m Ring

0,3

NOBEL M10 SPOTS NEED TO BE ORDERED SEPARATELY

2700K 3000K 4000K

TEXTURED BLACK 459526 459536 459546

TEXTURED WHITE 459547 459557 459587

TEXTURED BLACK + GOLD 459596 459586 459576

Nobel Elbow M10

134

30

LUXEON M - 3,82W - 350mA
400 lumen 2700K - CRI90
429 lumen 3000K - CRI90
470 lumen 4000K - CRI90
beam 36°

 359° 90°

I P
20 0,3

max. 4000

23

2 or 
4 pole

suspension set

0,5

2p cable = to use for 1 lamp type (f.e. ledline)
4p cable = to use for 2 lamp types (f.e. ledline + nobel)

Aexample A+
Aexample B+

80

30

30

30

2250
4000
6000

45

TUBELINE collection overview_v1 SURFACE MOUNTED acc. (ceiling or wall):

20

55

30

30

2250
4000
6000

80

30

30

167

45

88

30

30

167

10
298536
THIN BASE WC (2p):
for solid ceilings without connection in the base,

can be used for hollow ceilings in combination 
with recessed round junction box (not incl.)  

30
30

ENDCAP 

SUSPENSION acc.:

298526
BASE WC (2p):
for surface mounted connection in this base

for BERTILT or DOWNLIGHT ORIENTATION for NOBEL/FUNNEL

500
150

30
30

18
200

500 1000

500 30

18

30

1000 30

18

30

1500

1500

30

18

30

1000
150500

30
30

18

30
30

18
1500

550 150

400

30
30

18
1500

750
150

600

#2

#3

#4

empty

TUBELINE RODS: for ALL LUMINAIRES

SUSPENSION SET SINGLE

SUSPENSION SET BASE + CABLE 2p (textile) + ENDCAP

30
30

2

3

4

1

5 FLEXIBELE CORNER CONNECTION CABLE

230V AC

xxx mA

1.5mm²
max. 50m+

-

+ - + - +

-

constant current converter

SERIAL CONNECTION ONLYREMOTE CONVERTER ONLY

TUBELINE ROD:

200

6

298597
incl. 2endcaps
20cm textile cable 
to electrically join 2 structures, sm or susp
use in combi with BASE WC, THIN BASE WC or SUSPENSION SET SINGLE

298596
to close rods
use in combi with BASE WC, THIN BASE WC or SUSPENSION SET SINGLE

298026 298126

298036

298136

298226

298236

298246

297590 TUBELINE SUSPENSION SET SINGLE 2,25m
297591 TUBELINE SUSPENSION SET SINGLE 4m
297592 TUBELINE SUSPENSION SET SINGLE 6m

297593 TUBELINE SUSPENSION BASE + CABLE (2p) + ENDCAP 2,25m
297594 TUBELINE SUSPENSION BASE + CABLE (2p) + ENDCAP 4m
297595 TUBELINE SUSPENSION BASE + CABLE (2p) + ENDCAP 6m

COMMON NEUTRAL 892630
NO COMMON NEUTRAL 892631

Extra circuit

80

30

30

30

2250
4000
6000

45

TUBELINE collection overview_v1 SURFACE MOUNTED acc. (ceiling or wall):

20

55

30

30

2250
4000
6000

80

30

30

167

45

88

30

30

167

10
298536
THIN BASE WC (2p):
for solid ceilings without connection in the base,

can be used for hollow ceilings in combination 
with recessed round junction box (not incl.)  

30
30

ENDCAP 

SUSPENSION acc.:

298526
BASE WC (2p):
for surface mounted connection in this base

for BERTILT or DOWNLIGHT ORIENTATION for NOBEL/FUNNEL

500
150

30
30

18
200

500 1000

500 30

18

30

1000 30

18

30

1500

1500

30

18

30

1000
150500

30
30

18

30
30

18
1500

550 150

400

30
30

18
1500

750
150

600

#2

#3

#4

empty

TUBELINE RODS: for ALL LUMINAIRES

SUSPENSION SET SINGLE

SUSPENSION SET BASE + CABLE 2p (textile) + ENDCAP

30
30

2

3

4

1

5 FLEXIBELE CORNER CONNECTION CABLE

230V AC

xxx mA

1.5mm²
max. 50m+

-

+ - + - +

-

constant current converter

SERIAL CONNECTION ONLYREMOTE CONVERTER ONLY

TUBELINE ROD:

200

6

298597
incl. 2endcaps
20cm textile cable 
to electrically join 2 structures, sm or susp
use in combi with BASE WC, THIN BASE WC or SUSPENSION SET SINGLE

298596
to close rods
use in combi with BASE WC, THIN BASE WC or SUSPENSION SET SINGLE

298026 298126

298036

298136

298226

298236

298246

297590 TUBELINE SUSPENSION SET SINGLE 2,25m
297591 TUBELINE SUSPENSION SET SINGLE 4m
297592 TUBELINE SUSPENSION SET SINGLE 6m

297593 TUBELINE SUSPENSION BASE + CABLE (2p) + ENDCAP 2,25m
297594 TUBELINE SUSPENSION BASE + CABLE (2p) + ENDCAP 4m
297595 TUBELINE SUSPENSION BASE + CABLE (2p) + ENDCAP 6m

combination is not possibleC C+
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29DIABOLO XL

2700K 3000K 4000K

TEXTURED BLACK 277016 277026 277036

TEXTURED WHITE 277037 277047 277057

DIABOLO XL SM DALI DIMMABLE 
LEDARRAY 13000lm
230V - AC
70,8W
CRI 80
DALI

2700K 3000K 4000K

TEXTURED BLACK 277116 277126 277136

TEXTURED WHITE 277137 277147 277157

DIABOLO XL SUSPENSION DALI DIMMABLE
LEDARRAY 13000lm
230V - AC
70,8W
CRI 80
DALI

I P
20 16

I P
20 18

120

885

120

4000

885

80
40



30
31

2700K 3000K 4000K 1800K - 3000K

TEXTURED BLACK 498526 498516 498536 498506  

TEXTURED WHITE 498547 498537 498557 498527 

TEXTURED WHITE + GOLD FOCUS 498592 498582 498562 498572 

TEXTURED WHITE + BLACK FOCUS 498594 498584 498564 498574 

TEXTURED BLACK + WHITE FOCUS 498595 498585 498565 498575

TEXTURED BLACK + GOLD 498596 498586 498566 498576

LUXEON M - 3,82W - 350mA
400 lumen 2700K - CRI90
429 lumen 3000K - CRI90
470 lumen 4000K - CRI90
beam 36°

HALOSPHERE - 4,25W - 250mA
455 lumen 1800K - 3000K - CRI90
beam 40°

70

72.5

NOBEL SFEROS TRIMLESS

INSTALLATION FRAME FOR PLASTER 701113

125 mm
Installation height 75 mm

I P
20 0,3 359° TILT  55°

NOBEL SFEROS TRIMLESS

70

72.5

B NOBEL SFEROS TRIMLESS ON PLASTERBOARD (SOLID CEILINGS)

1 Make hole size Ø125mm
(min. depth: 75mm)

2 Screw to ceiling & level
the nobel plasterkit

size 3

min. 6mm / max. 26mm

3 Plaster and paint 
the ceiling

A

4

connectors can contain
solid and stranded conductors

from 0.2 to 4 mm² (24 … 12 AWG)

ALWAYS DISCONNECT MAINS POWER SUPPLY
FROM CONVERTER BEFORE SWITCHING “ON”  
LED LUMINAIRES TO PREVENT HOT PLUGGING ISSUES

6 SWITCH ON MAINS POWER SUPPLY HOLD HOUSING TO ORIENT LEDMODULE7

Max. 55°

359° Rotating, 55° Tilting

CLICKCLICKCLICKCLICK

5.1 5.2 5.3Push the luminaire gently into 
the frame.

name

lamp / (lum.�ux) / (colortemp)

�tting

 watt

current*

symbol

gear

ip/class

application

orientability

dimmability

weight

Ceiling mounted

350mA DC (Vf = 10,95V)

IP20

Luxeon M

None

3,82W

NOBEL SFEROS TRIMLESS

Moortelmeers 23, 8740 PITTEM - BELGIUM
Tel ++32(0)51 46 43 41  -  Fax ++32(0)51 46 43 42  -  info@tal.be  -  www.tal.be MADE IN BELGIUM 25/02/2020 - VERSION 2

INSTALLATIE- EN ONDERHOUDSRICHTLIJNEN m.b.t. FABRIEKSGARANTIE.
1. DE VERBINDINGEN EN HET UITTESTEN VAN DEZE TOESTELLEN DIENEN ALTIJD TE GEBEUREN DOOR EEN ERKEND
    ELECTRO-INSTALLATEUR.
2. DEZE VERLICHTINGSTOESTELLEN MOETEN GE“NSTALLEERD, VERBONDEN EN GETEST WORDEN VOLGENS DE NATIONAAL
    GELDENDE REGLEMENTEN OP DE ELECTRISCHE INSTALLATIES (BELGIE?, A.R.E.I., DUITSLAND: DIN VDE 0100 TEIL 559 A2, ...;
    DEZE OPSOMMING IS LOUTER INFORMATIEF) 
3. DE TECHNISCHE BIJSLUITER MOET GEZIEN WORDEN ALS ONDERDEEL VAN DE ALGEMENE VERKOOPSVOORWAARDEN VAN
    TAL N.V.
4. DE ELECTRO-INSTALLATEUR IS VERANTWOORDELIJK VOOR HET GEBRUIKEN VAN VOORSCHAKELAPPARATUUR DIE VOLDOET
    AAN DE GELDENDE CE EN EMC NORMEN.
5. VERVANG DE LAMP (-EN) ALTIJD MET DE GROOTSTE ZORG, ZE IS (ZIJN) UITERST BREEKBAAR.
6. OPGEPAST: PLAATS NOOIT DE LAMP MET BLOTE HANDEN, GEBRUIK ALTIJD EEN DOEK !

INSTRUCTIONS D'INSTALLATION ET D'ENTRETIEN A RESPECTER VIS-A-VIS DE LA GARANTIE.
1. LE PLACEMENT, LE RACCORDEMENT ET L'ESSAI DE CET APPAREIL DOIVENT TOUJOURS E¾TRE EFFECTUES PAR UN
    INSTALLATEUR ELECTRICIEN AGREE.
2. LES LUMINAIRES DOIVENT E¾TRE INSTALLEZ, BRANCHES ET TESTES SUIVANT LE REGLEMENT NATIONAL SUR LES
    INSTALLATIONS ELECTRIQUES EN VIGUEUR. (BELGIQUE, A.R.E.I., ALLEMAGNE: DIN VDE 0100 TEIL 559 A2, ...;
    CETTE ENUMERATION EST INDICATIVE) 
3. CE MANUEL D'INSTALLATION TECHNIQUE REPRESENTE UNE PARTIE DES CONDITIONS GENERALES DE VENTE DE TAL N.V.
4. L'ELECTRO-INSTALLATEUR EST RESPONSABLE POUR L'USAGE DE BALLASTS, TRANSFO'S,...CONFORMES AUX NORMES CE ET
    EMC EN VIGUEUR. 
5. REMPLACEZ TOUJOURS L'AMPOULE (LES AMPOULES) AVEC PRUDENCE; ELLE(-S) EST (SONT) TRES FRAGILE (-S).
6. ATTENTION: NE JAMAIS REMPLACER L'AMPOULE AUX MAINS NUES, UTILISEZ TOUJOURS UN CHIFFON !

INSTALLATION AND MAINTENANCE INSTRUCTIONS IN VIEW OF THE MANUFACTURER'S GUARANTEE.
1. THE CONNECTION AND TESTING OF THE DEVICES SHOULD ALWAYS BE PERFORMED BY A RECOGNIZED ELECTRICIAN.
2. THESE LIGHTING DEVICES NEED TO BE INSTALLED, CONNECTED AND TESTED FOLLOWING THE OFFICIAL NATIONAL
    INSTRUCTION GUIDE FOR  ELECTRICAL INSTALLATIONS (BELGIUM, A.R.E.I., GERMANY: DIN VDE 0100 TEIL 559 A2, ...;
    THIS ENUMERATION IS JUST AN INDICATION) 
3. THIS TECHNICAL ENCLOSURE NEEDS TO BE ADDED TO THE GENERAL SALES CONDITION OF THE TAL N.V.
4. THE ELECTRO TECHNICIAN IS RESPONSABLE TO USE BALLASTS, TRANSFORMERS,...WHICH MEET THE VALID CE AND EMC
    RULES.
5. ALWAYS REPLACE THE LAMP (-S) WITH UTMOST CAUTIOUSNESS, THE LAMP (-S) IS (ARE) VERY FRAGILE.
6. ATTENTION: NEVER REPLACE THE LAMP WITH BARE HANDS, ALWAYS USE A CLOTH !

MONTAGE- UN UNTERHALT INSTRUCTIONEN ZU BEACHTEN MIT BEZUG AUF DER GARANTIE.
1. DIE MONTAGE , DER ANSCHLUSS UND DAS AUSTESTEN DER LEUCHTEN SOLL IMMER VON EINEM ZUSTA€NDIGEN
    ELECTRO-INSTALLATEUR AUSGEFUHRT WERDEN.
2. DIESE LEUCHTEN MŸUSSEN INSTALLIERT, ANGESCHLOSSEN UND GETESTET WERDEN NACH DER ALLGEMEINEN NAZIONALEN
    REGLEMENTATION UBER DIE ELEKTRISCHE INSTALLATIONEN  (BELGIEN, A.R.E.I., DEUTSCHLAND: DIN VDE 0100 TEIL 559 A2, ...;
    DIESE AUFSTELLUNG GESCHICHT DURCH EXEMPLATIVEN TITEL UND KANN NICHT ALS LIMITATIV ODER EXHAUTIV
    BETRACHTET WERDEN).
3. DIESE  TECHNISCHE GEBRAUCHSANWEISUNG GEHORT ZU DEN ALLGEMEINEN VERKAUFSBEDINGUNGEN VON TAL N.V.
4. DER ELEKTRO-INSTALLATEUR IST VERANTWORTLICH FUR DAS  VERWENDEN VON CE UND EMC GEPRUFTE
    VORSCHALTGER€ATE.
5. DIE LAMPE(-N) SOLL(-EN) IMMER SERH VORSICHTIG ERSA€TZT WERDEN.
6. VORSICHT: MAN DARF NIE DIE LAMPE MIT DEN NACKTEN HA€NDEN BERUHREN, MAN SOL IMMER EINEN TUCH BENUTZEN !

0.3

Converter not incorporated 

-  0,1m  -safe distance to object

Nobel Sferos HalosphereNobel Sferos monocolor

PWM or CCR dimmable

359° Rotating, 55° Tilting

2700K / 3000K / 4000K

SDCM

CRI

beamangle

400lm / 429lm / 470lm

36°

3

90

Ceiling mounted

250mA DC (Vf = 17V)

IP20

BR.LUX (LES9)

None

4,25W

0.3

Converter not incorporated 

-  0,1m  -

CCR dimmable

359° Rotating, 55° Tilting

1800K/ 3000K455lm

40°

3

90

FOR COMPATIBLE CONVERTERS SEE LEDCONVERTER MATRIX

INSTALLATION

A
NOBEL SFEROS TRIMLESS IN PLASTERBOARD (HOLLOW CEILINGS)

1 Make hole size Ø125mm

Make electrical connection.

(min. depth: 75mm)

701113
Mini Intana/Nobel sferos trimless frame

2 Screw to ceiling & level
the nobel plasterkit

min. 6mm / max. 26mm

size 3

3 Plaster the edge and
paint the ceiling

ORBITAL TRIMLESS ON PLASTERBOARD (SOLID CEILINGS)

Make hole size Ø140mm
(min. depth: 180mm)

A

230V AC

x50mA*
+ - + -+ -

1.5mm²
max. 50m+

-

constant current converter
SERIAL CONNECTION ONLY

70

72.5

498526 NOBEL SFEROS TRIMLESS 2700K TEXTURED BLACK
498547 NOBEL SFEROS TRIMLESS 2700K TEXTURED WHITE
498592 NOBEL SFEROS TRIMLESS 2700K TEXTURED WHITE + GOLD
498594 NOBEL SFEROS TRIMLESS 2700K TEXTURED WHITE + TEXTURED BLACK FOCUS
498595 NOBEL SFEROS TRIMLESS 2700K TEXTURED BLACK + TEXTURED WHITE FOCUS
498596 NOBEL SFEROS TRIMLESS 2700K BLACK + GOLD
498516 NOBEL SFEROS TRIMLESS 3000K TEXTURED BLACK
498537 NOBEL SFEROS TRIMLESS 3000K TEXTURED WHITE
498582 NOBEL SFEROS TRIMLESS 3000K TEXTURED WHITE + GOLD
498584 NOBEL SFEROS TRIMLESS 3000K TEXTURED WHITE + TEXTURED BLACK FOCUS
498585 NOBEL SFEROS TRIMLESS 3000K TEXTURED BLACK + TEXTURED WHITE FOCUS
498586 NOBEL SFEROS TRIMLESS 3000K BLACK + GOLD
498536 NOBEL SFEROS TRIMLESS 4000K TEXTURED BLACK
498557 NOBEL SFEROS TRIMLESS 4000K TEXTURED WHITE
498562 NOBEL SFEROS TRIMLESS 4000K TEXTURED WHITE + GOLD
498564 NOBEL SFEROS TRIMLESS 4000K TEXTURED WHITE + TEXTURED BLACK FOCUS
498565 NOBEL SFEROS TRIMLESS 4000K TEXTURED BLACK + TEXTURED WHITE FOCUS
498566 NOBEL SFEROS TRIMLESS 4000K BLACK + GOLD
498506 NOBEL SFEROS TRIMLESS HALOSPHERE TEXTURED BLACK
498527 NOBEL SFEROS TRIMLESS HALOSPHERE TEXTURED WHITE
498572 NOBEL SFEROS TRIMLESS HALOSPHERE TEXTURED WHITE + GOLD
498574 NOBEL SFEROS TRIMLESS HALOSPHERE TEXTURED WHITE + TEXTURED BLACK FOCUS
498575 NOBEL SFEROS TRIMLESS HALOSPHERE TEXTURED BLACK + TEXTURED WHITE FOCUS
498576 NOBEL SFEROS TRIMLESS HALOSPHERE BLACK + GOLD



32
33

MIX13

Mix Round Fix 13W

90

105

76mm
Installation height 110mm

Mix Square Fix 13W

Mix Round Flex 13W

90

105

76mm
Installation height 110mm

76x76mm
Installation height 110mm

105

8585

Mix Square Flex 13W

105

8585

76x76mm
Installation height 110mm

CITIZEN - 13,5W - 350mA
1444 lumen 2700K - CRI90
1506 lumen 3000K - CRI90
1556 lumen 4000K - CRI90
beam 15° - 36° - 60°
PWM/CCR DIMMABLE

HALOSPHERE - 11,8W - 350mA
1265 lumen 1800K - 3000K - CRI90
beam 15° - 36° - 60°
CCR DIMMABLE

CITIZEN - 13,5W - 350mA
1444 lumen 2700K - CRI90
1506 lumen 3000K - CRI90
1556 lumen 4000K - CRI90
beam 15° - 36° - 60°
PWM/CCR DIMMABLE

HALOSPHERE - 11,8W - 350mA
1265 lumen 1800K - 3000K - CRI90
beam 15° - 36° - 60°
CCR DIMMABLE

CITIZEN - 13,5W - 350mA
1444 lumen 2700K - CRI90
1506 lumen 3000K - CRI90
1556 lumen 4000K - CRI90
beam 15° - 36° - 60°
PWM/CCR DIMMABLE

HALOSPHERE - 11,8W - 350mA
1265 lumen 1800K - 3000K - CRI90
beam 15° - 36° - 60°
CCR DIMMABLE

CITIZEN - 13,5W - 350mA
1444 lumen 2700K - CRI90
1506 lumen 3000K - CRI90
1556 lumen 4000K - CRI90
beam 15° - 36° - 60°
PWM/CCR DIMMABLE

HALOSPHERE - 11,8W - 350mA
1265 lumen 1800K - 3000K - CRI90
beam 15° - 36° - 60°
CCR DIMMABLE

M X 1 DIGIT 1 DIGIT 2 DIGIT 3 DIGIT 4 DIGIT 5

13W MODEL BEAM ANGLE COLOUR TEMP LED FOCUS COLOUR FRONT COLOUR

1: ROUND N: 15° 1: HALOSPHERE 1800-3000K 1: MATT WHITE 6: TEXTURED BLACK

2: ROUND FLEX M: 36° 2: 2700K 2: MATT BLACK 7: TEXTURED WHITE

3: TRIMLESS ROUND W: 60° 3: 3000K 3: MATT GOLD 0: TRIMLESS

4: TRIMLESS ROUND FLEX 4: 4000K 4: BLACK CHROME

5: SQUARE

6: SQUARE FLEX

7: TRIMLESS SQUARE

8: TRIMLESS SQUARE FLEX

 359° TILT  30°

TILT  30°

FINISHES: BLACK / BLACK + WHITE FOCUS / BLACK + GOLD FOCUS  / WHITE + BLACK FOCUS / WHITE / WHITE + GOLD FOCUS  

MIX-T13

Mix Trimless Round Fix 13W

76mm
Installation height 110mm

Mix Trimless Square Fix 13W

Mix Trimless Round Flex 13W

76mm
Installation height 110mm

76x76mm
Installation height 110mm

105

7070

Mix Trimless Square Flex 13W

76x76mm
Installation height 110mm

70

105

105

7070

70

105

CITIZEN - 13,5W - 350mA
1444 lumen 2700K - CRI90
1506 lumen 3000K - CRI90
1556 lumen 4000K - CRI90
beam 15° - 36° - 60°
PWM/CCR DIMMABLE

HALOSPHERE - 11,8W - 350mA
1265 lumen 1800K - 3000K - CRI90
beam 15° - 36° - 60°
CCR DIMMABLE

CITIZEN - 13,5W - 350mA
1444 lumen 2700K - CRI90
1506 lumen 3000K - CRI90
1556 lumen 4000K - CRI90
beam 15° - 36° - 60°
PWM/CCR DIMMABLE

HALOSPHERE - 11,8W - 350mA
1265 lumen 1800K - 3000K - CRI90
beam 15° - 36° - 60°
CCR DIMMABLE

CITIZEN - 13,5W - 350mA
1444 lumen 2700K - CRI90
1506 lumen 3000K - CRI90
1556 lumen 4000K - CRI90
beam 15° - 36° - 60°
PWM/CCR DIMMABLE

HALOSPHERE - 11,8W - 350mA
1265 lumen 1800K - 3000K - CRI90
beam 15° - 36° - 60°
CCR DIMMABLE

CITIZEN - 13,5W - 350mA
1444 lumen 2700K - CRI90
1506 lumen 3000K - CRI90
1556 lumen 4000K - CRI90
beam 15° - 36° - 60°
PWM/CCR DIMMABLE

HALOSPHERE - 11,8W - 350mA
1265 lumen 1800K - 3000K - CRI90
beam 15° - 36° - 60°
CCR DIMMABLE

EXAMPLES OF ARTICLE NUMBERS FOR THE MIX 13 RANGE
MX11N216 = MIX 13W ROUND 15° 2700K MATT WHITE FOCUS ,TEXTURED BLACK FRONT
MX17W446 = MIX-T 13W SQUARE 60° 4000K DARK CHROME FOCUS ,TEXTURED BLACK FRONT

INSTALLATION FRAME MX170097
FOR PLASTER

INSTALLATION FRAME MX170097
FOR PLASTER

INSTALLATION FRAME MX130097
FOR PLASTER

INSTALLATION FRAME MX130097
FOR PLASTER

 359° TILT  30°

 TILT  30°

I P
20 0,3

I P
20 0,3 I P

20 0,3
I P
20 0,3

I P
20 0,3I P

20 0,3
I P
20 0,3

I P
20 0,3



35PROTUT UGR

SECTION VIEW

 39

 33

SNAP

RED 960050

ENDCAP

TEXT. WHITE 680247

TEXT. BLACK 680226

3

min 2 snaps per m

960050

1 2

PROFILE/ m
0,5

TEXT. WHITE 960047

TEXT. BLACK 960026

FIXATION ON CEILING OR WALL

STRAIGHT CONNECTION

STRAIGHT CONNECTION 960060

CORNER 90° 960070

CORNER 135° 960080

CORNER 45° - 85° on request 960090

CORNER ALU COVER/ m
TO BE USED IN EMPTY PROFILE SPACES

TEXT. WHITE 960007

TEXT. BLACK 960008

25° 46°

NOT DIMM DALI NOT DIMM  DALI

2700K MODULE WHITE BLACK WHITE BLACK WHITE BLACK WHITE BLACK LENGTH W LUMEN

PROTUT UGR 2x500lm CRI92 960700 960705 960710 960715 960720 960725 960730 960735 560mm 7,5 948

PROTUT UGR 3x500lm CRI92 960701 960706 960711 960716 960721 960726 960731 960736 840mm 11,25 1422

PROTUT UGR 4x500lm CRI92 960702 960707 960712 960717 960722 960727 960732 960737 1120mm 15 1896

PROTUT UGR 5x500lm CRI92 960703 960708 960713 960718 960723 960728 960733 960738 1400mm 18,75 2370

PROTUT UGR 2x780lm CRI92 960740 960745 960750 960755 960760 960765 960770 960775 560mm 13,3 1484

PROTUT UGR 3x780lm CRI92 960741 960746 960751 960756 960761 960766 960771 960776 840mm 19,9 2226

PROTUT UGR 4x780lm CRI92 960742 960747 960752 960757 960762 960767 960772 960777 1120mm 26,5 2968

PROTUT UGR 5x780lm CRI92 960743 960748 960753 960758 960763 960768 960773 960778 1400mm 33,2 3710

3000K MODULE WHITE BLACK WHITE BLACK WHITE BLACK WHITE BLACK LENGTH W LUMEN

PROTUT UGR 2x500lm CRI92 960800 960805 960810 960815 960820 960825 960830 960835 560mm 7,5 966

PROTUT UGR 3x500lm CRI92 960801 960806 960811 960816 960821 960826 960831 960836 840mm 11,25 1449

PROTUT UGR 4x500lm CRI92 960802 960807 960812 960817 960822 960827 960832 960837 1120mm 15 1932

PROTUT UGR 5x500lm CRI92 960803 960808 960813 960818 960823 960828 960833 960838 1400mm 18,75 2415

PROTUT UGR 2x780lm CRI92 960840 960845 960850 960855 960860 960865 960870 960875 560mm 13,3 1510

PROTUT UGR 3x780lm CRI92 960841 960846 960851 960856 960861 960866 960871 960876 840mm 19,9 2265

PROTUT UGR 4x780lm CRI92 960842 960847 960852 960857 960862 960867 960872 960877 1120mm 26,5 3020

PROTUT UGR 5x780lm CRI92 960843 960848 960853 960858 960863 960868 960873 960878 1400mm 33,2 3775

4000K MODULE WHITE BLACK WHITE BLACK WHITE BLACK WHITE BLACK LENGTH W LUMEN

PROTUT UGR 2x500lm CRI92 960900 960905 960910 960915 960920 960925 960930 960935 560mm 7,5 1042

PROTUT UGR 3x500lm CRI92 960901 960906 960911 960916 960921 960926 960931 960936 840mm 11,25 1563

PROTUT UGR 4x500lm CRI92 960902 960907 960912 960917 960922 960927 960932 960937 1120mm 15 2084

PROTUT UGR 5x500lm CRI92 960903 960908 960913 960918 960923 960928 960933 960938 1400mm 18,75 2605

PROTUT UGR 2x780lm CRI92 960940 960945 960950 960955 960960 960965 960970 960975 560mm 13,3 1632

PROTUT UGR 3x780lm CRI92 960941 960946 960951 960956 960961 960966 960971 960976 840mm 19,9 2448

PROTUT UGR 4x780lm CRI92 960942 960947 960952 960957 960962 960967 960972 960977 1120mm 26,5 3264

PROTUT UGR 5x780lm CRI92 960943 960948 960953 960958 960963 960968 960973 960978 1400mm 33,2 4080

INPUT VOLTAGE 230V AC
I P
2040

UGR 12 UGR 19
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2UW UGR

SECTION VIEW

40

70

ENDCAP

TEXT. WHITE 810949

TEXT. BLACK 810969

5
40

71

PROFILE/ m
1,1

TEXT. WHITE 810047

TEXT. BLACK 810026

STRAIGHT CONNECTION

STRAIGHT CONNECTION 891900

CORNER 90° 892100

CORNER 135° 892000

CORNER 45° - 85° on request 892200

CORNER ALU COVER/ m
TO BE USED IN EMPTY PROFILE SPACES

TEXT. WHITE 810847

TEXT. BLACK 810826

dia. 20   h=28

2,25 m 4 m 6 m

TEXT. WHITE 892347 892447 892547

TEXT. BLACK 892326 892426 892526

1 suspension/ 1,5 m profile
min. 2 suspensions

3p 5p

2,25 m 4 m 6 m 2,25 m 4 m 6 m

TEXT. WHITE 890847 890947 891047 891147 891247 891347

TEXT. BLACK 890826 890926 891026 891126 891226 891326

SUSPENSION SINGLE CONNECTION SET SQUARE

CONNECTION SET ROUND AND KOSMOS ALSO AVAILABLE

60X60

25° 46°

NOT DIMM DALI NOT DIMM  DALI

2700K MODULE WHITE BLACK WHITE BLACK WHITE BLACK WHITE BLACK LENGTH W LUMEN

2U W UGR 2x500lm CRI92 814700 814705 814710 814715 814720 814725 814730 814735 560mm 7,5 948

2U W UGR 3x500lm CRI92 814701 814706 814711 814716 814721 814726 814731 814736 840mm 11,25 1422

2U W UGR 4x500lm CRI92 814702 814707 814712 814717 814722 814727 814732 814737 1120mm 15 1896

2U W UGR 5x500lm CRI92 814703 814708 814713 814718 814723 814728 814733 814738 1400mm 18,75 2370

2U W UGR 2x780lm CRI92 814740 814745 814750 814755 814760 814765 814770 814775 560mm 13,3 1484

2U W UGR 3x780lm CRI92 814741 814746 814751 814756 814761 814766 814771 814776 840mm 19,9 2226

2U W UGR 4x780lm CRI92 814742 814747 814752 814757 814762 814767 814772 814777 1120mm 26,5 2968

2U W UGR 5x780lm CRI92 814743 814748 814753 814758 814763 814768 814773 814778 1400mm 33,2 3710

3000K MODULE WHITE BLACK WHITE BLACK WHITE BLACK WHITE BLACK LENGTH W LUMEN

2U W UGR 2x500lm CRI92 814800 814805 814810 814815 814820 814825 814830 814835 560mm 7,5 966

2U W UGR 3x500lm CRI92 814801 814806 814811 814816 814821 814826 814831 814836 840mm 11,25 1449

2U W UGR 4x500lm CRI92 814802 814807 814812 814817 814822 814827 814832 814837 1120mm 15 1932

2U W UGR 5x500lm CRI92 814803 814808 814813 814818 814823 814828 814833 814838 1400mm 18,75 2415

2U W UGR 2x780lm CRI92 814840 814845 814850 814855 814860 814865 814870 814875 560mm 13,3 1510

2U W UGR 3x780lm CRI92 814841 814846 814851 814856 814861 814866 814871 814876 840mm 19,9 2265

2U W UGR 4x780lm CRI92 814842 814847 814852 814857 814862 814867 814872 814877 1120mm 26,5 3020

2U W UGR 5x780lm CRI92 814843 814848 814853 814858 814863 814868 814873 814878 1400mm 33,2 3775

4000K MODULE WHITE BLACK WHITE BLACK WHITE BLACK WHITE BLACK LENGTH W LUMEN

2U W UGR 2x500lm CRI92 814900 814905 814910 814915 814920 814925 814930 814935 560mm 7,5 1042

2U W UGR 3x500lm CRI92 814901 814906 814911 814916 814921 814926 814931 814936 840mm 11,25 1563

2U W UGR 4x500lm CRI92 814902 814907 814912 814917 814922 814927 814932 814937 1120mm 15 2084

2U W UGR 5x500lm CRI92 814903 814908 814913 814918 814923 814928 814933 814938 1400mm 18,75 2605

2U W UGR 2x780lm CRI92 814940 814945 814950 814955 814960 814965 814970 814975 560mm 13,3 1632

2U W UGR 3x780lm CRI92 814941 814946 814951 814956 814961 814966 814971 814976 840mm 19,9 2448

2U W UGR 4x780lm CRI92 814942 814947 814952 814957 814962 814967 814972 814977 1120mm 26,5 3264

2U W UGR 5x780lm CRI92 814943 814948 814953 814958 814963 814968 814973 814978 1400mm 33,2 4080

INPUT VOLTAGE 230V AC
I P
2040

UGR 12 UGR 19
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